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Outline Agenda

A Introduction of Participants

A Summary of Previous Stakeholder Involvement and
Community Advisory Group Meetings

A Recommended Roadway Geometry

A Recommended Railroad Grade Separation Alternate

A Environmental Impacts and Mitigation Measures

A Water Quality and Best Management Practices (BMPs)
A Schedule
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Who Are We?

Introductions
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Previous Community Advisory Group Meetings

A Seven Previous Meetings i ltems Discussed

I Stakeholder Involvement Plan
I Community Context Audit

I Problem Statement

I Existing Traffic and Drainage
I Applicable Design Criteria

I Development of Alternatives

I Complete Streets Policy

I Grade Separation Options
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Project Location
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Recommended Alternative

A Roadway (Recommended)
ATwo 116 Lanes in Each Dir

A186 Raised Curb Median fr
and Maple Avenue to Diamond Lake Road

A Two-Way Left Turn Lane from Circle Drive to Maple
Avenue

A 6 Signalized Intersection Improvements

A Railroad (Recommended)
A Raise IL 60/83 over the RR (Roadway Overpass)
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5 IL Route 176 to Circle Drive
Maple Avenue to Diamond Lake Rd
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Typical Cross Section 0 Circle Drive to Maple Avenue
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Railroad Grade Separation

A IL Route 60/83 Grade Separation Would:

A Reduce Excessive Traffic Delays and Queues
A Significant Projected Increase in Train Traffic
A Lengthy Freight Trains Block Crossing Repeatedly

A Increase Safety for All Users

A Conflicts between Trains and Roadway Users are Eliminated

A Support Emergency Vehicle Response

A Reduces Fire / Police / Ambulance
Response Times
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Railroad Grade Crossing Study

A Summary of Alternates Previously Considered

A RR to Pass Over IL 60/83

A Lower RR to Pass Under IL 60/83

A Partially Raise RR and Lower IL 60/83

A Partially Lower RR and Raise IL 60/83

A RR Grade Remains and Lower IL 60/83 (Underpass)
A RR Grade Remains and Raise IL 60/83 (Overpass)
A Maintain At-Grade RR Crossing ;
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Daily Train/Car Risk Exposure Volume
(ADT x Trains/Day)

Railroad Blockage

Vehicle Delay

Property Access Impacts
Right-Of-Way / Easements

Emergency Services

AT-GRADE CRQ

FCcess to Adjacent Streets and Commercial Entrance;
Similar to current access

- Requires Complete Take of One Property

Intersection & RR Crossing

IL 60/83 HIGHWAY OVERPASS

Road Intersection Still Anticipated due to High
Vehicle Volume

|

Railroad Operations

Construction impacts Minimized

- Required Active Warning Devices in Proposed

Condition

IL 60/83 HIGHWAY OVERPASS

- Temporary Active Warning Devices Required During
Construction

Recommended Railroad Crossing Alternate

IL 60/83 HIGHWAY UNDERPASS

0

- Significant Impacts to Diamond Lake Road Intersection|

Long-Term Maintenance/Structures

- Proposed Closed Storm Sewer System
- No Pump Station or Bridge Structure Required
- Maintenance of At-Grade Railroad Crossing, Gates

and Warning Devices Required

Three Main Stages,
Temp crossing signals and gates required
Duration of Construction 24 months

Standard Construction Methods

Utilities

- Potential Utility Impacts Resulting From Roadway

Improvements

Construction Cost

COLORKEY: | SHAUINPACT/MAGNITUBEN ~MooeRaTe MPACT / maGNITUDE  [ARGENMPACT/MAGNITUDER]
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Blockage Issue at Intersection is Eliminated

- Underpass Lighting Required
- Potential Utility Impacts
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Recommended Railroad Crossing Alternate

IL 60/83 Over the Railroad (Overpass)

Minimum Clearance 23”-0"

IL 60/83 |
Passes Over |
The Existing |
Railroad g T ——————== I 35 SIS e N

Exist’ing Wisconsin Central
Limited RR (2 Tracks)
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Property Displacements
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